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APPLICATIONS 

CONSTRUCTION 

TECHNICAL DETAILS 

- Bedrooms 

- Corridors 

- Func ons suite 

- Recep ons 

- Die-cast aluminium 24 super fin body epoxy                             

   powder coated black  

- Aluminium reflector  ma  black to minimise glare 

- Minimal aluminium die-cast bezel epoxy   

  Powder coated white                        

- CRI>80 

- CCT colour op on 3000K,     

   4000K 

- Tridonic Driver 

- Tridonic  full spectrum SLE Chip set 

IP44 

DIMENSIONS 

PRODUCT CODE POWER TEMP (K) OUTPUT (LM) 

CS85/1/650/30/WH 8W 3000K 650LM 

CS85/1/650/40/WH 8W 4000K 650LM 

CS85/2/1300/30/WH 15W 3000K 1300LM 

CS85/2/1300/40/WH 15W 4000K 1300LM 

CS85/3/1975/30/WH 25W 3000K 1975LM 

CS85/3/1975/40/WH 25W 4000K 1975LM 

CS85/3/2575/30/WH 34W 3000K 2575LM 

CS85/3/2575/40/WH 34W 4000K 2575LM 

/M3 3HR EMERGENCY CONVERSION 

/WSB WHITE SOFTLIGHT BAFFLE 

/NB NARROW BEAM 

/DALI TOUCH DIMMING/DALI 

/BTC CASAMBI WIRELESS CONTROL 

/9 Ra 90 COLOUR RENDERING 

/PI PLASTER IN BEZEL 

OPTIONS DESCRIPTION 

Ordering Format:   Product Code / Op on 

Example:  CS85/1/650/30/WH/EM 


