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APPLICATIONS CONSTRUCTION TECHNICAL DETAILS 

- Mee ng Rooms 

- Corridors 

- Recep ons 

- Offices 

- Extruded aluminium body epoxy         

  Powder coated RAL 9006 grey as standard 

- Injec on moulded end caps 

- Various Wa ages 

- CRI>80 

- CCT Op ons 3000K, 4000K 

- Tridonic LED’s & driver 

DIMENSIONS 

OPTIONS DESCRIPTION 

/DALI ADDRESSABLE DIMMING / TOUCH DIM 

/M3  3HR EMERGENCY 

/D3  3HR DALI MONITORED EMERGENCY 

/WH  WHITE BODY 

/BK  BLACK BODY 

/LO  LOW OUTPUT 

/HO  HIGH OUTPUT 

/LG  MICRO -PRISM OPTIC LG7 COMPLIANCE 

/PT001  DIFFUSER EXTRACT TOOL 

/PCV PRODUCT COLOUR VARIATION 

PRODUCT CODE COLOUR TEMP (K) STD (LM) LO (LM) HO (LM) LENGTH 

LSE/850/30/9006 3000 K 1850 LM 1300 LM 2750 LM 850 MM 

LSE/850/40/9006 4000 K 1850 LM 1300 LM 2750 LM 850 MM 

LSE/1200/30/9006 3000 K 2750 LM 1925 LM 4100 LM 1200 MM 

LSE/1200/40/9006 4000 K 2750 LM 1925 LM 4100 LM 1200 MM 

LSE/1500/30/9006 3000 K 3375 LM 2375 LM 5025 LM 1500 MM 

LSE/1500/40/9006 4000 K 3375 LM 2375 LM 5025 LM 1500 MM 

LSE/2500/30/9006 3000 K 5525 LM 3875 LM 8225 LM 2500 MM 

LSE/2500/40/9006 4000 K 5525 LM 3875 LM 8225 LM 2500 MM 

/LG 

Low glare diffuser 

/CPF 

Custom Paint Finish 

ACCESSORIES 

CONTINUOUS MOUNTING 

LSE/****/40/9006/SE 

Start/End piece 

LSE/****/40/9006/SE 

Start/End piece 

LSE/****/40/9006 

Intermediate piece 

***Suffix code with SE for Start/End piece *** 

/PT001 

Diffuser Extract Tool 

* Note STD (LM) supplied as standard suffix end of code for LO or HO output* 


